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1. Jacks and Base Plates 

 Jacks 

     
 

                       
     

     
     
 Ø 14, in plate Ø 9.5, in plate Ø 14, in plate  

 

 

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 279550   AU, GB Jack 0.86m 4.5 

2   0451080 NL Jack 0.83m 4.8 

3 279555   AU, GB Jack & Base Plate 0.6m for 0.5m 3.9 

4   0451050 NL Jack 0.5m 3.8 

5   0451045 NL Jack Retention Device 0.4 
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 Base Plates 

    
 

                                
    

    
    

Ø 18, in plate Ø 14, in plate Ø 14, in plate Ø 14, in plate 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 

 
 

 
 
 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 279520  0456000 AU, GB, NL Rocking Base Plate 4.3 

2 279510   GB Bracing Base & Head Plate 2.4 

3 279500   AU, GB Base & Head Plate (100mm) 2.3 

4 279530   GB Socket Base (76mm) 2.1 
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 Jack Sleeve 

 

 

 

 

Rubber, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1   0451046 NL Jack Sleeve 0.4 
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 Castor Wheels 

  

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 279100   GB Castor Wheel, Steel 7.0 

2 279080   AU, GB Castor Wheel, Rubber 6.7 
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 Forkheads 

        

 

 

Ø 5, in U pressing 

        

 

 

Ø 11, in U pressing 

        

 

 

Ø 5, in U pressing 

        

 

 

Ø 10, in U pressing 

  

 

 

Ø 6, in U pressing 

  

 

 

Ø 6, in U pressing 

 

 

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 279657   AU, GB Fixed Forkhead 186 (170)mm x 200mm 5.3 

2 279653   GB Fixed Forkhead 162 (150)mm x 150mm 4.0 

3 279650   GB Fixed Forkhead 86 (75)mm x 200mm 4.1 

4 279686   AU, GB Rocking Forkhead 186 (170)mm x 200mm 7.1 

5 279681    Brace Forkhead 162 (150)mm x 150mm 4.3 

6 279676    Brace Forkhead 86 (75)mm x 200mm 4.4 
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2. Verticals 

 Verticals with Spigot 

       
       

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 270300 270306 0400300 AU, GB, NL Vertical with Spigot ς 3m 16.4 

2 270250 270256  AU Vertical with Spigot ς 2.5m 13.9 

3 270200 270206 0400200 AU, GB, NL Vertical with Spigot ς 2m 11.4 

4 270150 270156  AU Vertical with Spigot ς 1.5m 8.8 

5 270100 270106 0400100 AU, GB, NL Vertical with Spigot ς 1m 6.1 

6 270050 270056 0400050 AU, NL Vertical with Spigot ς 0.5m 3.3 
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 Verticals without Spigot 

       
 

       
 
                                 
 
 
 
 
 
 
 
 
 

 
 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 270233  0401230 AU, GB, NL Vertical without Spigot ς 2.3m 12.6 

2 270183  0401180 AU, GB, NL Vertical without Spigot ς 1.8m 9.9 

3 270133  0401130 AU, GB, NL Vertical without Spigot ς 1.3m 7.2 

4 270083  0401080 AU, GB, NL Vertical without Spigot ς 0.8m 4.6 

5 270033  0401030 NL Vertical without Spigot ς 0.3m 1.9 
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Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 270303   AU Vertical without Spigot ς 3.0 m 16.3 

2 270253   AU Vertical without Spigot ς 2.5 m 12.6 

3 270203   AU, GB Vertical without Spigot ς 2.0m 11.0 

4 270153   AU Vertical without Spigot ς 1.5m 8.3 

5 270103   AU Vertical without Spigot ς 1.0m 5.6 

6 270043   GB Vertical without Spigot ς 0.4m 2.4 



 

 

Document: Cuplok Product Datasheet  
Issue No. 02 

Page 12 of 93 

   

   

 

γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 

 

Trading names of BrandSafway include Aluma Systems, Brand, Lyndon SGB, HünnebeckΣ {D.Σ ¢ŀȅƭƻǊΩǎ Iƻƛǎǘǎ ϧ ±ŜƴƪƻΦ  
© All Rights Reserved | www.brandsafway.com 

 

 Vertical Attachments 

     
 

   
 

  
 

                     

 

 

 

 

 

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1   0401040 NL Vertical Attachment 0.4m 5.5 

2   0401020 AU, NL Vertical Attachment 0.2m 3.8 

3 279360 279060  AU Spigot and Bolts 0.8 

4 270175   GB Standard Splice Unit 2.4 

5 279340  3109001 GB, NL Spigot Pin 0.1 
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 Verticals, Specials 

     
 

  
 

 
 

 
 

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 270172  0456001 NL Swan Necked Standard 9.3 

2   0441000 NL Staircase Guardpost (Nut = 22mm AF) 7.2 

3 279380   AU, GB Staircase Guardpost (Nut = 21mm AF) 7.2 

4 279244   AU, B Handrail Post with Spigot 4.9 

5 271909  0400011 AU, GB, NL Deck Adaptor 1.3 
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 H-frame 

  
 

            
 

 

 

 

 

 

 

 

 

 

 

Aluminium, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 340101  0400900 NL H-frame, 2.0m x 0.73m 11.0 

2 340102  0400910 NL H-frame Half, 0.8m x 0.73m 5.6 
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Aluminium, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1   0456020  Weather Protection Frame 11.7 



 

 

Document: Cuplok Product Datasheet  
Issue No. 02 

Page 16 of 93 

   

   

 

γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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3. Horizontals 

 Tubular Horizontals 

 

 
 

Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 271300   GB Tubular Horizontal ς 3.0m 12.3 

2 271250  0406250 AU, GB, NL Tubular Horizontal ς 2.5m 10.2 

3 271180  0406180 AU, GB, NL Tubular Horizontal ς 1.8m 7.5 

4 271150  0406150 AU Tubular Horizontal ς 1.5m 6.3 

5 271130  0406130 AU, GB, NL Tubular Horizontal ς 1.3m 5.5 

6 271127   AU Tubular Horizontal ς 1.25m 5.3 

7 271120  0406120 AU Tubular Horizontal ς 1.2m 5.1 

8 271100  0406100 AU, NL Tubular Horizontal ς 1.0m 4.3 

9 271090  0406090 AU, GB Tubular Horizontal ς 0.9m 3.9 

10 271080   AU, GB Tubular Horizontal ς 0.8m 3.5 

11   0406073 NL Tubular Horizontal ς 0.73m 3.3 

12 271060   AU, GB Tubular Horizontal ς 0.6m 2.8 

13 271050   AU Tubular Horizontal ς 0.5m 2.4 

14 271030   AU Tubular Horizontal ς 0.3m 1.5 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 271200    Tubular Horizontal ς 2.0m 8.3 

2 271160    Tubular Horizontal ς 1.6m 6.7 

3 271411    Tubular Horizontal ς 0.795m 3.5 

4 271409    Tubular Horizontal ς 0.75m 3.4 

5 271070    Tubular Horizontal ς 0.7m 3.1 

6   0406038  Tubular Horizontal ς 0.38m (Hop-up Bracket) 1.7 

7   0406020  Tubular Horizontal ς 0.2m 1.0 



 

 

Document: Cuplok Product Datasheet  
Issue No. 02 

Page 18 of 93 

   

   

 

γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Reinforced Tubular Horizontals 

  

 
 
 

  
 

 
 
 
 
 
 
 

 
 

 

 
 
 
 
 
 
 

 

 
 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 271920   AU Cuplok Bridging Ledger 5.0m 33.7 

2   0408250 NL Reinforced Ledger 2.5m 14.0 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1     Reversable Truss Horizontal 2.5m 20.4 

2     Reversable Truss Horizontal 1.8m 14.6 

3     Reversable Truss Horizontal 1.3m 10.2 

4     Reversable Truss Horizontal 1.0m 8.1 

5     Reversable Truss Horizontal 0.73m 6.1 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Aluminium 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 271254    Reinforced Aluminium Ledger 2.5m 9.2 

2 271137    Reinforced Aluminium Ledger 1.3m 5.6 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Omega Horizontals 

             

 

 

 

 

 

 

 

 
Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 275180   AU Omega Transom 1.8m 10.3 

2 275150   AU Omega Transom 1.5m 8.5 

3 275130   AU, GB Omega Transom 1.3m 7.5 

4 275100   AU Omega Transom 1.0m 6.5 

5 275090    Omega Transom 0.9m 5.4 

6 275080   AU Omega Transom 0.8m 4.8 

7 275070    Omega Transom 0.7m 4.3 

8 275060    Omega Transom 0.6m 3.7 

9 275050   AU Omega Transom 0.5m 3.2 

10 275020   AU Omega Transom 0.275m 1.8 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 275533   AU, GB Omega 3 Board Corner Unit, 0.795m x 0.795m 9.9 

2 279121   AU Omega 3x2 Board Corner Unit L, 0.795m x 0.565m 8.5 

3 279122   AU Omega 2x3 Board Corner Unit R, 0.565m x 0.795m 8.5 

4 279120   AU, GB Omega 2 Board Corner Unit, 0.565m x 0.565m 6.2 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Reinforced Omega Horizontals 

       

 

 

 

 

 

 

 

 

 

 

 

 

 

Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 275254   AU Omega Transom 2.5m H/D 26.7 

2 275184    Omega Transom 1.8m H/D 19.3 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1  275354  AU Cuplok Gantry Transom 2.5m 52.0 

2  275380  AU Cuplok Gantry Transom 1.8m 38.0 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Return Devices 

   

  

  

  

   

 
 

 
 
 
 
 
 
 
 

 
 

 
 
 

 
 
 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 275550   GB Omega Return Transom 10.0 

2 279280   GB Return Device 1.2 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Intermediate Transoms 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 272132  0411130 GB, NL Intermediate Transom 1.3m 5.6 

2   0411100 NL Intermediate Transom 1.0m 4.5 

3   0411073 NL Intermediate Transom 0.73m 3.5 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 272250   GB Intermediate Transom 2.5m 17.9 

2 272180   GB Intermediate Transom 1.8m 7.2 

3 272181   GB Intermediate Transom 1.8m 7.2 

4 272160    Intermediate Transom 1.6m 6.6 

5 272130   AU, GB Intermediate Transom 1.3m 5.5 

6 272120    Intermediate Transom 1.2m 5.2 

7 272100    Intermediate Transom 1.0m 4.5 

8 272090   GB Intermediate Transom 0.9m 4.2 

9 272080   GB Intermediate Transom 0.8m 3.8 

10 272078   GB Intermediate Transom 0.795m 3.8 

11 272060   GB Intermediate Transom 0.6m 3.2 

12 272056   GB Intermediate Transom 0.565m 3.0 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1   0411250 GB, NL Intermediate Transom 2.5m 14.3 

2   0411180 GB, NL Intermediate Transom 1.8m 10.5 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 

 

Trading names of BrandSafway include Aluma Systems, Brand, Lyndon SGB, HünnebeckΣ {D.Σ ¢ŀȅƭƻǊΩǎ Iƻƛǎǘǎ ϧ ±ŜƴƪƻΦ  
© All Rights Reserved | www.brandsafway.com 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 279040   GB Board Bearer 2.5m 17.3 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1   0409090 NL Secured Intermediate Transom 0.915m 4.8 

2   0409060 NL Secured Intermediate Transom 0.610m 3.7 

3   0409030 NL Secured Intermediate Transom 0.305m 2.6 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 274708    Mesh Deck Int. Support 3 Decks (983mm) 5.0 

2 274707    Mesh Deck Int. Support 2 Decks (661mm) 3.9 

3 274706    Mesh Deck Int. Support 1 Decks (364mm) 2.8 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Inside Board Intermediate Transoms 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1   0412130  Inside Board Intermediate Transom 1.3m 8.3 

2   0412100  Inside Board Intermediate Transom 1.0m 6.9 

3   0412075  Inside Board Intermediate Transom 0.73m 5.8 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
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γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 273300   GB I/B Transom 1.3m ς 3 Board 0.795m 14.0 

2 273200   GB I/B Transom 1.3m ς 2 Board 0.565m 11.5 

3 273101   GB I/B Transom 1.3m ς 1 Board 0.29m 9.0 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
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γ You must ensure appropriate environment and conditions for the particular application.  
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γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 

 

Trading names of BrandSafway include Aluma Systems, Brand, Lyndon SGB, HünnebeckΣ {D.Σ ¢ŀȅƭƻǊΩǎ Iƻƛǎǘǎ ϧ ±ŜƴƪƻΦ  
© All Rights Reserved | www.brandsafway.com 

 

 Anchor Tube 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 340043  0130125 NL Anchor Tube 1.25m 5.1 

2 340042  0130083 NL Anchor Tube 0.83m 3.5 

3 340041  0130050 NL Anchor Tube 0.5m 2.4 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
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γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Modular Stairs Transoms 

  

  

  

  

  

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1   0442086  Transom for 0.86m Modular Stair 12.7 

2   0442066  Transom for 0.61m Modular Stair 8.6 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
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γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
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 Ladder Acces Transom 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 271944   AU Ladder Access Transom 2.5m 21.9 

2 271942   AU Ladder Access Transom 1.8m 16.1 

3 271940   AU, GB Ladder Access Transom 1.3m 9.3 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
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γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Double Guardrails 

       

 
 
 

       

 
 
 

       

 
      
 

       
       

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 271512  0407250 NL Double Guardrail 2.5m 12.3 

2 340123  0407180 NL Double Guardrail 1.8m 9.1 

3 340122  0407130 NL Double Guardrail 1.3m 6.3 

4 340121  0407073 NL Double Guardrail 0.73m 4.2 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
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γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
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4. Braces 

 Face Braces 

 

 

Detailed view 

 

 

 

 

 

 

Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 276207   GB Face Brace 2.0m x 3.0m 14.9 

2 276203  0416320 AU, GB, NL Face Brace 2.0m x 2.5m 13.4 

3 276180  0416269 AU, GB, NL Face Brace 2.0m x 1.8m 11.4 

4 276132  277551 0416239 AU, NL Face Brace 2.0m x 1.3m 10.2 

5 276153  0416292 AU, GB Face Brace 1.5m x 2.5m 12.2 

6 276147   GB Face Brace 1.5m x 2.0m 10.7 

7 276150  0416234 AU, GB, NL Face Brace 1.5m x 1.8m 10.0 

8 277531   AU Face Brace 1.5m x 1.3m 9.3 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
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γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Reinforced Brace 

 

 

Detailed view 

 

 

 

 

 

 

 

 

 

 

 

 

 

Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1   0416020 NL Reinforced Brace 2.0m x 2.5m 14.0 

2   0416015 NL Reinforced Brace 2.0m x 1.8m 12.2 

3   0416005 NL Reinforced Brace 2.0m x 1.3m 11.5 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
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 Plan Braces 

 

 

Detailed view 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1   0417320  Plan Brace 2.5m x 2.0m  12.9 

2   0417269  Plan Brace 2.5m x 1.8m 9.7 

3   0417238  Plan Brace 2.0m x 1.3m 9.0 

4   0417234  Plan Brace 1.8m x 1.5m 8.7 

5   0417222  Plan Brace 1.8m x 1.3m 8.4 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
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Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1  278071  AU Cuplok Brace Swivel Ends 1.3m x 1.8m 12.9 

2  278031  AU Cuplok Brace Swivel Ends 1.0m x 1.8m 8.4 



 

 

Document: Cuplok Product Datasheet  
Issue No. 02 

Page 42 of 93 

   

   

 

γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
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 Adjustable Braces 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 279820   AU, GB Adjustable Brace Long, 2.46m (2.56m-3.20m) 15.1 

2 279810   AU, GB Adjustable Brace Short, 1.46m (1.56mς2.39m) 11.8 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
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γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
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γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
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Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 279710   AU, GB Adjustable Jack Brace Long (1.688m-2.775m) 10.9 

2 279720   AU, GB, NL Adjustable Jack Brace Short (1.277mς2.182m) 6.8 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
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Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 279823   AU Long Adj. Swivel Clamp Brace (2.26mς3.03m) 12.5 

2 279822   AU Medium Adj. Swivel Clamp Brace (1.76mς2.14m) 10.6 

3 279821   AU Small Adj. Swivel Clamp Brace (1.22mς1.66m) 9.0 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
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γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Knee Brace 

 

 

Detailed view 

 

 

 

 

 

 

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 279260   AU, GB Knee Brace 8.3 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
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 Bracing Couplers 

   

   

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1   0416000  Brace Adaptor, Blade with Half Coupler (AF=22) 1.2 

2 279163    Brace Adaptor, Blade with Half Coupler (AF=21) 1.2 

3 279740   AU, GB Bracing Coupler 0.8 
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5. Decking 

 Steel Decks 

 

 

 

 

 

 

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 340226  0424250 NL Steel Deck 240 x 2500 18.0 

2 340225  0424180 NL Steel Deck 240 x 1800 13.5 

3 340224  0424130 NL Steel Deck 240 x 1300 11.1 

4 340223  0424100 NL Steel Deck 240 x 1000 9.2 

5 340222  0424073 NL Steel Deck 240 x 730 7.2 

6 340221  0424036 NL Steel Deck 240 x 360 4.9 
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Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 340236  0431250 NL Steel Deck 305 x 2500 22.3 

2 340235  0431150 NL Steel Deck 305 x 1800 15.8 

3 340234  0431130 NL Steel Deck 305 x 1300 13.3 

4 340233  0431100 NL Steel Deck 305 x 1000 10.9 

5 340232  0431073 NL Steel Deck 305 x 730 8.5 

6 340231  0431036 NL Steel Deck 305 x 360 5.5 
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γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 274711    Cuplok Mesh Deck 300 x 2500 23.9 

2 274710    Cuplok Mesh Deck 300 x 1800 18.2 

3 274709    Cuplok Mesh Deck 300 x 1300 13.8 

4 274705    Cuplok Mesh Deck 300 x 900 10.1 

5 274704    Cuplok Mesh Deck 300 x 600 7.0 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 274752    Economy Steel Deck 300 x 2500 26.6 

2 274751    Economy Steel Deck 300 x 1800 20.3 

3 274750    Economy Steel Deck 300 x 1300 15.9 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 274545    Steel Hooked Batten 3.0m 22.3 

2 274544   AU Steel Hooked Batten 2.5m 18.6 

3 274543   AU Steel Hooked Batten 1.8m 13.6 

4 274542    Steel Hooked Batten 1.6m 12.1 

5 274546   AU Steel Hooked Batten 1.5m 11.2 

6 274541   AU Steel Hooked Batten 1.3m 9.9 

7 274540   AU Steel Hooked Batten 0.9m 7.4 

8 274555   AU Steel Hooked Batten 0.8m 6.1 

9 274559   AU Steel Hooked Batten 0.6m 5.6 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Aluminium Platforms 

 

 

 

 

 

 

 

 

 

 

 

 

Aluminium, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 340203  0420250 NL Alu ς Fibre Platform 405 x 2500  15.3 

2 340202  0420180 NL Alu ς Fibre Platform 405 x 1800 11.9 

3 340201  0420130 NL Alu ς Fibre Platform 405 x 1300 9.1 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Aluminium, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1  340206  0420750 NL Alu ς Fibre Platform 610 x 2500  18.0 

2 340205  0420680 NL Alu ς Fibre Platform 610 x 1800 14.5 

3 340204  0420630 NL Alu ς Fibre Platform 610 x 1300 11.0 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 274525   AU, GB Omega Steel Batten 2.5m 19.1 

2 274517   AU, GB Omega Steel Batten 1.8m 14.6 

3 274514   AU Omega Steel Batten 1.5m 12.4 

4 274512   AU, GB Omega Steel Batten 1.3m 10.9 

5 274509    Omega Steel Batten 0.9m 7.7 

6 274508 274507   Omega Steel Batten 0.8m 6.8 

7 274506   GB Omega Steel Batten 0.6m 5.1 

8 274505   AU Omega Steel Batten 0.565m 4.9 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Timber, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 274625    Omega Timber Batten 2.5m 24.5 

2 274617    Omega Timber Batten 1.8m 17.5 

3 274613    Omega Timber Batten 1.3m 12.5 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 274650   GB Omega Batten Retention Strap 3.0 

2 274652   GB Omega Steel Batten Retention Clip 0.1 

3   7697004  Anti-lift Strip, 3 Battens 1.0 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Steel Deck, Cornered Decks 

       

 

 

 

 
      
 

 

 

 

       

 

 
 

 
      
 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 340443  0432161 NL Triangular Deck Left 2500 x 650 22.0 

2   0432171 NL Triangular Deck Left 1800 x 650 18.0 

3 340442  0432162 NL Triangular Deck Right 2500 x 650 22.0 

4   0432172 NL Triangular Deck Right 1800 x 350 18.0 

5 340441  0432131 NL Triangular Deck Left 2500 x 350 15.7 

6   0432141 NL Triangular Deck Left 1800 x 350 13.0 

7 340440  0432132 NL Triangular Deck Right 2500 x 350 15.7 

8   0432142 NL Triangular Deck Right 1800 x 350 13.0 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 340435  0432073 NL Corner Deck No.1, 730 x 730 9.5 

2 340436  0432074 NL Corner Deck No.2, 1300 x 1300 14.2 

3 340437  0432075 NL Corner Deck No.3, 1800 x 1800 17.8 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 

 

Trading names of BrandSafway include Aluma Systems, Brand, Lyndon SGB, HünnebeckΣ {D.Σ ¢ŀȅƭƻǊΩǎ Iƻƛǎǘǎ ϧ ±ŜƴƪƻΦ  
© All Rights Reserved | www.brandsafway.com 

 

 Corner Pieces 
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Steel 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 340198  0420040  Corner Unit 0.4m x 0.4m 9.5 

2   0420035  Corner Unit 0.35m x 0.35m 6.0 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 Aluminium Ladder Platform 

 

 

 

 

 

 

 

 

 

 

Aluminium, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1   0422250 NL Alu ς Fibre Ladder Platform 610 x 2500 23.1 
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γ Our datasheets are for use only in relation to genuine BrandSafway products and/or products supplied by BrandSafway.  
γ Any unauthorised use in relation to third party products could give rise to a risk of collapse, damage, injury or death.  
γ When using these datasheets please keep in mind the following: 
γ Datasheets assume that any product combination will be between genuine BrandSafway products or products supplied by BrandSafway unless otherwise stated.  
γ Overviews and diagrams are for illustrative purposes only and whilst we endeavour to ensure accuracy, we are not responsible for omissions or errors. 
γ You must ensure appropriate environment and conditions for the particular application.  
γ Due to continuous development, it is important that you use our current datasheets. These should be read in conjunction with our user guides where available.  
γ Purchase & hire of BrandSafway products &/or products supplied by BrandSafway, is subject to the terms of sale or hire at the time & are available on request. 
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 4 Leg Staircase Tower 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Steel, Dimensions in mm 

No. GB / Global 
Code 

AU Code NL Code Standard in Component Weight 
(kg) 

1 279417   GB Mesh Landing Platform 32.0 
































































